Installation

* Montieren Sie den Aktenvernichter sicher auf dem Rand des Papierkorbs
« Schlief3en Sie das Netzkabel an eine Standard-Netzsteckdose mit 230 V AC,
50 Hz, an

Bedienung

Der Schalter an der Oberseite des Gehauses ermdglicht folgende Einstellungen:

. in dieser Einstellung startet der Aktenvernichter automatisch, wenn Papier
in die Offnung eingefiihrt wird

. mit dieser Ricklauffunktion wird das Papier bei einem mdglichen Papierstau
aus dem Aktenvernichter entfernt

. in dieser Einstellung sind alle Funktionen des Aktenvernichters ausgeschaltet

Kapazitat

Der Aktenvernichter darf nicht Ianger als zwei Minuten im Dauerbetrieb benutzt
werden und muss danach 60 Minuten abkuhlen, bevor er wieder in Betrieb
genommen wird. Bei einem Papierstau oder Dauerbetrieb von langer als zwei
Minuten schaltet sich der Aktenvernichter automatisch aus. Bei einer Uberlas tung
den Schalter auf "off" stellen und 15 Sekunden warten, bevor das Gerat wieder
eingeschaltet wird.

Warnhinweise

* Finger von der Einflihroffnung fernhalten, dies kann schwere Verletzungen zur
Folge haben

» Den Aktenvernichter immer ausschalten, bevor er vom Papierkorb abgenommen
wird

+ Vor dem Offnen des Gehéauses, vor dem Reinigen, Umsetzen oder Entleeren des
Papierkorbs immer den Netzstecker aus der Steckdose ziehen

* Reparaturen durfen nur von Fachleuten ausgefuhrt werden

» Den Papierkorb regelmafig entleeren, damit die Ausgabe des Aktenvernichters
nicht blockiert wird

» Es darf nur Papier in das Gerat eingefiihrt werden ( es sei denn, auf Verpackung
und Maschine ist etwas anderes angegeben )

» Beim Betrieb Kleidungsstiicke, Krawatten, Schmuck, Haare und andere lose
Objekte vom Aktenvernichter fern halten

* Kinder von der Maschine fern halten

Installation

* Mount the shredder securely to the rim of the waste basket
» Connect the power cord to any standard 230 V AC, 50 Hz outlet

Operation

The switch located on housing top enables you to select one of the followings

settings:

. with this setting the shredder is automatically started by inserting paper into
the shred opening

. in the unlikely event of paper jam, the reverse setting can be used to help
clear the cutters of paper that has not passed through properly

. this setting turns off all functions of the shredder

Capacity

Continuous shredding should not last more than 2 minutes, after which the
shredder should be allowed to cool down for 60 minutes before continuing. In the
event of a paper jam, or if the shredder is used continuously for more than 2
minutes, the shredder will automatically switch itself off. In case of an overload, set
the switch in the "off" position for 15 seconds before turning the device back on.

Warning

» Do not place fingers too dose to the feed slot as serious injury may occur

» Always switch-off the device before removing it from the waste basket

» Always disconnect the power plug before opening the case, cleaning, moving, or
emptying the waste basket

* Repairs must be executed by a specialist

» Keep the waste basket emptied so that the shredder output is not impeded.

» The unit should only be fed with paper ( except mentioned differently on
packaging and machine )

» Keep all loose articles of clothing, ties, jewelry, long hair or other loose objects
away from opening

» Keep children away from the machine



